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Standby Generator Battery Charger - 100 - 240VAC - DIN Rail Mount

9150
9702/9701

BC-1205
BC-2405

Power Supply O/PCode
DIN Mount Power Supply and Battery Charger  - 100 - 240VAC

Battery Charger O/P Dimensions
PSM12-12B
PSM24-12B

12 Volt @ 1A
12 Volt @ 2A

13.8 Volt @ 150mA
13.8 Volt @ 250mA

53W x 99H x 63D
53W x 99H x 63D

Standby Generator Battery Charger - 100 - 240VAC - DIN Rail Mount

DescriptionCode Features

The PSM12-12B/ PSM24-12B, supplies 
power to the load and charges the 
battery at the same time. The 
unit carries on providing back-up power 
to the load via the battery even when 
mains power is not available.

BatteryLoad

3A@12VDC Output
3A@24VDC Output
5A@12VDC Output
5A@24VDC Output

• Boost output for quick charging 
• Easy replaceable fuse 
• Flame resistant plastic 
• Short circuit, over current & reverse connection protected

GENCHARGE 312
GENCHARGE 324
GENCHARGE 512
GENCHARGE 524

Battery Jumper Cables
Code
Pair Amps Length

300A 2.5m Booster Cable in 
zip-up bag

300A 2.5m Booster Cable c/w gloves 
and 3.5m tow rope in zip-up bag

SB212407

SB212407X

Lithium Jump Starters & Powerbanks	

PS1000 TD04

Code

Code

Booster Cables

Code Volts Battery Start Amps Peak Amps Extra Features

PS1000
TD04

Code Volts Battery Start Amps Peak Amps
Lead Acid Heavy Duty Jump Starters

C1355

EPS-301 EPS-900B

PD-200S

OY-405
OY-403
OY-402
OY-401

100A
200A
300A
400A

2.5m
2.5m
2.5m
2.5m

C1355

PD-200S

EPS-301

EPS-900B

12V

12V

12V

12V/
24V

6Ah

60Ah

10Ah

35Ah

150A

300A

300A

12V: 2000A
24V: 500A

c/w Jump Start Clamps & USB Cable.                                                                                
USB ( QC): 5V/2.4A, 9V/2A
Flash Light
c/w Jump Start Clamps & Built-in
LED Light
USB-C: PD 100W max
USB-A: QC 18W max
XT90: 12V/600A max
c/w Jump Start Clamps & Built-in
LED Light
USB-A: 5V/2.4A
c/w Jump Start Clamps & Built-in
LED Light
USB-A: QC 18W Max

300A

600A

500A

12V: 2000A
24V: 1000A

12V
12/24V

18Ah
2 x 18Ah

500A
1100A /12V
500A / 24V

1100A
2200A / 12V                              
1100A / 24V

BATTERY CHARGERS

Standby Generator Battery Charger - 100 - 240VAC - DIN Rail Mount
Battery SizeCode MountingOutput Features
65Ah
105Ah
160Ah
160Ah
105Ah
160Ah

Horizontal DIN Rail or Panel
Vertical DIN Rail or Panel
Vertical DIN Rail or Panel
Vertical DIN Rail or Panel
Vertical/Horizontal DIN Rail 
or Chassis Mount

DSE-9150
DSE-9702
DSE-9701
DSE-9470
BC1205
BC2405

12V / 3A
12V / 5A
24V / 5A
12/24V / 10A
12V / 5A
24V / 5A

Multi stage charging 
with boost. Short circuit 
/reverse polarity 
protected. Switched 
mode design. Units 
can be paralled
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