
PVM425
PVM432

25A/25A
32A/32A

25A/25A
32A/32A

131 x 97 x 106
131 x 97 x 106

1
1

Enclosed Type Isolators IP66 - DC21B/DC-PV2 (1000V) - Ui = 1200V / Uimp = 8kV

Code
PC

Rated Current 
@ 600VDC Strings Size (mm)

 H x W x D
Rated Current 
@ 1000VDC

Rated Current 
@ 1200VDC
25A (DC21B)
32A (DC21B)

• Original and compact design
• Base Mounting
• 1 MC4 Output (+ & -)

Padlockable 
Handle

Available

Enclosed DC Isolators IP65 - Use standard MC4 connectors

35A

-

-

-

160 x 130 x 155

160 x 130 x 155

160 x 130 x 155

160 x 130 x 155

A-5342MC7
A-5362MC7
A-5382MC7
A-5102MC7

-

25A

-

-

-

15A

25A

-

Code
Rated 
Current @ 
300VDC

Size (mm)
Rated 
Current @ 
400VDC

Rated 
Current @ 
600VDC

Rated 
Current @ 
800VDC

Rated 
Current @ 
1000VDC

-

-

10A

-

-

-

-

25A

• 2 MC4 Input (+ & -)
• Enclosure UV resistant
• Simple & fast plugin

• PC Enclosure  - 2 x 20/25mm knock outs top & bottom
• Door interlock with defeat mechanism

• Padlockable Operating Handle
• Good resistance to UV and chemicals
• Wide Operating temperature range - up to 60°C

PVM

END
OF

RANGE

Enclosed DC Isolators IP66 - DC21B

Wiring Diagram

Code With 
Glanded

Code
With MC4

Rated 
Current 
@600VDC

Rated 
Current 
@800VDC

Rated 
Current 
@1000VDC

Rated 
Current 
@1200VDC

Size (mm)
H x W x D

Strings

LR40-2-32-D4B LR40-2-32-D4B-MC4
32A 32A 23A 13A 2

161 x 104 x 76.5 
32A 32A 32A 32A 1

• UV Resistant Enclosure
• High Speed Contact Opening: ±2ms
• c/w Earth Terminal

• Interlocked Lid, only removable in off position
• Padlockable Operating Handle
• Rated Temp: -25°C to 85°C

Features
• UV Resistant IP66 Enclosure
• Padlockable in Off Position
• Arc Suppression: <3mS
• Interlocked Lid, only removable in off position

Enclosed DC Isolators - IP66			 

Code
Glanded

Rated 
Current @ 
600VDC

Strings
Rated 
Current @ 
1000VDC

Rated 
Current @ 
1200VDC

Size (mm)
H   x W  x D

16A
25A
32A
16A
25A
32A

1
1
1
1
1
1

9A
11A
13A
16A
25A
32A

SISO-16P2
SISO-25P2
SISO-32P2
SISO-16P4B
SISO-25P4B
SISO-32P4B

9A
11A
13A
16A
25A
32A

166 x 109 x 108
166 x 109 x 108
166 x 109 x 108
166 x 109 x 108
166 x 109 x 108
166 x 109 x 108

Glanded Type

NEW

4P - 2 String 4P - 1 String

SO
LA

R
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ENCLOSED DC ISOLATORS


