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LEGEND PLATES

Plastic Legend Plates - @22mm Legend Plates for 22mm Devices
Description Code  Description Code Code Description Qty
Blank Legend Plates| MK-100 | Reset MK-110 PTAR22-25| Tag Holder @22mm | 25
Start MK-101 | EM Stop MK-111 15 x 27mm Cardboard Labels
Stop MK-102 | Power MK-112 - 16 Labels per sheet

Aso see  Forward MK-103 | Up MK-113 | cardboard 15 x 27mm Cardboard Labels

Pag Reverse MK-104 | Down MK-114 labels Code Description
Off-On MK-105 | Pump 1 — Pump 2 MK-115

T1527B/16 | Tag - White 15 x 27mm

Hand-Auto MK-106 | Control i MK-116 T1527V/16 | Window - Transparent 15 x 27mm
Hand-Off-Auto MK-107 | Yellow Legend Disc MK-301 | Special printed per card

Run MK-108 | Emergency Stop 60mm@ | ED-60 . T .

Trip MK-109 | Emergency Stop 90mm@ | ED-90 Manual Marking or with Printer, Typewriter.
Special Laser Engraved Legends Special Printed Aluminium Foil Labels
Description Code STOP  MAINSON  pegcription Code

@22,5mm White Print on Black MK-200 Label Only (Printed) MK-201
@22,5mm Black Pr?nt on Brushed AIum?n?um MK-202 O‘C%R(_:J:lgsﬂ nxg} Blank Legend Plate MK-100
@30,5mm Black Print on Brushed Aluminium | MK-203 Modified according to your preference
Specify Text & Layout when ordering 25mm - Sticks on MK-100 Blank Plate
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Colour Code Code Luminous Current Code Current Code Code Luminous Current
8 Chip BA9S 8 Chip E10 mcd mA 3ChipBA9S mA 1ChipBA9S 1 Chip E10 mcd mA
Red ©® LED8-R* | ® E10LEDS8-R* 80 25 o LED3-R* 2.5 o LED1-R* | @ E10LED-R* 170 2.8
Green | @ LED8-G* | @ E10LED8-G* 30 25 o LED3-G* 25 o LED1-G* | @ E10LED-G* 280 2.8
Yellow LED8-Y* E10LED8-Y* 80 25 LED3-Y* 2.5 LED1-Y* E10LED-Y* 90 2.8
Blue ©® LED8-B* | ® E10LED8-B* 30 25 o LED3-B* 25 o LED1-B* | @ E10LED-B* 50 2.8
White - - - - LED3-W* 2.5 LED1-W* E10LED-W* 200 2.8

*Add Voltage to code: 12V (12VAC/DC), 24V (24VAC/DC), 48V (48VAC/DC), 110V (110V-130VAC/DC), 230V (200-240VAC/DC)
Current and Luminous Mcd shown for 230V only.

Filament Lamps 10x28mm Long Life (BA9S) Neon Lamps (BA9S)
Voltage Wattage Code Lens colour of Pilot Light Voltage Code
6V AC/DC 2w BA9S-6 Red, Yellow, Clear & White 110VAC | BANR-110
m ﬁg Bg ;w gﬁgg'ﬁ Green & Blue 110VAC | BANG-110
18V AC/DC oW B A98:1 8 Red, Yellow, Clear & White | 220VAC | BANR-220
24V AC/DC oW BA9S-24 Green & Blue 220VAC | BANG-220

" 30V AC/DC 2W BA9S-30 Red, Yellow, Clear & White | 380VAC | BANR-380

g 3,000-5,000 48V AC/DC 2W BA9S-48 25,000

o Hours 130V AC/DC 2W BA9S-130 . HouT_S_f

- Lamp Life 240V AC/DC 2.4W" BA9S-240 amp Lite

o

E Midget Grooved LED’s Miniature Panel LED Lamps
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& Colour Volts Code Volts  Code Volts  Code Code (@Diameter  Description

© o Green | 6VDC | 50-004-16 | 12VDC | 50-004-19 | 24VDC |50-004-22| AD22C-10*-* 10mm LED Light

® Red 6VDC | 50-004-17 | 12VDC | 50-004-20 ' 24VDC | 50-004-23 AD22C-16*-* 16mm LED Light
Yellow | 6VDC - 12VDC | 50-004-21 | 24VDC |50-004-24 | *Add colour required: @R, ®GN, Y, OW, @B

“Add voltage required: 12VDC, 24VDC. 110VAC, 230VAC
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