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PUSHBUTTONS & PILOT LIGHTS

Cluster LED lights 16mm hole mounting - IP65 LED
Panel depth: 35mm Shrouded terminals

Code Description

AD16-R* @ Red

AD16-G* ® Green

AD16-Y* Yellow . . .

AD16-W* O White Specify voltage with order: 12VAC/DC, 24VAC/DC, 48VAC/DC, 110VAC/DC,
AD16-B* @ Blue 230VAC, 400VAC

Cluster LED lights 22mm hole mounting IP65
reduced panel depth — 35mm long body, shrouded terminals

@ LED

ALED-R* ©® Red

ALED-G* ® Green

ALED-Y* Yellow

ALED-W* ) White

AlCIE, $lBil * Specify voltage with order: 12VAC/DC, 24VAC/DC, 48VAC/DC, 110VAC/DC,
ALED-A Amber 230VAC, 400VAC, M (70-380VAC)

ALED-R/G* ©® Red and Green ’ ’

Cluster LED Lights 30mm hole mounting - IP65 LED

Panel depth: 40mm Shrouded terminals

AD30-R* ® Red

AD30-G* ® Green

AD30-Y* Yellow

AD30-W* O White * Specify voltage with order: 12VAC/DC, 24VAC/DC, 48VAC/DC, 110VAC/DC,
AD30-B* @ Blue 230VAC, 400VAC

Cluster LED lights dome type LED
22mm hole mounting, High surge resistance, High-bright, 120,000hrs

CLED-1* ® Red

CLED-2* ® Green

CLED-3* Yellow

CLED-4* ® Blue * Specify voltage with order: 12VAC/DC, 24VAC/DC, 48VAC/DC, 115VAC/DC, 230VAC/DC
Economy indicating lights 22mm hole mounting, BA9S fitting

MK/EL-1* ® Red

MK/EL-2* @ Green

ME//EL-3* Yellow

MK,Etg* 2 gl'ﬁgr * Lamp: Filament 12, 24, 48V. Neon 110, 230VAC & No Lamp (Blank)
Neon indicating lights 10mm hole mounting, 25,000hrs, Solder terminals

TE1-1 ® 90-250VAC Red

TE1-2 ® 90-250VAC Green

TE1-3 90-250VAC Yellow

TE1-4 © 90-250VAC Clear

Economy Pushbuttons & Selector Switches
22mm hole mounting, 10A, 1P44

Pushbuttons Selector Switches
SB7-EA42 | ® Red 1 N/C pushbutton | SB7-ED21 |@ Black 1 N/O 2 pos. maintained
SB7-EA31 | @ Green 1 N/O pushbutton| SB7-ED33 | @ Black 2 N/O 3 pos. maintained

SB7-EA21 | @ Black 1 N/O pushbutton

30mm @ PUSHBUTTONS & PILOT LIGHTS -

Flush Pushbuttons (head only)| Mushroom Pushbuttons Selector Switches Key Switch Pilot Lights (c/w lamp block) Contact Blocks

Code Colour  Code Colour Code Description Code Description Code Colour Code Description

AF3 ® Green | AM4 (spring retumn) | @ Red | AS2-2P | 2 posn, maintained | AK-2PB | 2 posn, maintained | PLB3 ® Green | S11 |1NO+1NCchw locking plate

AF4 ® Red AML4 (twist release)) @ Red | AS2-3P | 3 posn, maintained | AK-3PA | 3 posn, maintained | PLB4 ® Red S12* |10+ 1NC no locking plate

PLB5 Amber

Specifications

Contact blocks to be Contact blocks to be Contact blocks to be Key removable from all | Lamp 500VAC 10 Amp

ordered separately ordered separately ordered separately positions. Contact blocks | BA15D 5W 230V max | *For 2 N/O + 2 N/C order
to be ordered separately S$11 and S12
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