
1000S 

A robust, pressure die cast aluminium siren with a powerful lower frequency sound output. Dual cable entry for looping cable connection. 

Back cover removes for easy access to do cable connection. Universal motor with replaceable parts. Neat powder coated finish and grey as a 

standard colour.  Ideal for signalling or alarm applications. 

Product Diagram:  

 
Product Specifications:  

Voltage 12 Vac/dc 24 Vac/dc 110 Vac/dc 220 Vac/dc 

Duty Cycle 1 minute on and 8 minutes off 

Sound Output 113 dB (A) at 1m 

Sound 

Frequency 
950 - 1200 Hz 

App. Range 1000m in still air on open field 

Motor Brush motor with roller bearing and guide bush - 6400 rpm 

Current 

Consumption* 
12 V - 9 A 24 V - 6 A 110 V - 1.5 A 220 V - 0.5 A 

IP Rating IP 65 

Weight 1.6 kg 

Packing 

Dimensions 
130 x 130 x 190 mm 

Mounting 

The unit should ideally be mounted in a horizontal position. In environments where dirt or particles may fall onto the 

moving parts of the siren’s impeller, it is recommended to mount the unit with the nose cone facing down. Cable entry 

must be done with the appropriate cable gland. * Please multiply the current consumption by 6 to allow for start-up 

current. 

 


