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- INTRODUCTION
= The AVS30A is rated at 30Amps and will disconnect the supply if the
voltage varies higher or lower than the pre-set limits (window) and will re-
connect automatically when the mains voltage returns to normal (within
the pre-set window limits 140 - 280VAC).
In addition a start-up delay provides protection against power-back surges
commonly experienced after resumption of power in a power cut situation.
Surge and spike protection is also incorporated to ensure complete
protection.
OPERATION MODE

Mode: Press the Mode button for 1 second to cycle through the following:

P-1 Time Delay P-2 High Voltage Value P-3 Low Voltage Value

P-4 Over Current Value

Press the Mode button for 3 seconds to cycle through the following:

A-0 Default Setting A-1 Delay Time Setting A-2 High Voltage Setting

A-3 Low Voltage Setting A-4 Over Current Setting

OPERATION SETTING

After Mode selection press SET button to select required parameter Seconds / Voltage / Current

A-0 Default Setting (Fixed cannot change) A-1 Delay Time Setting (Range 1 - 300seconds)

A-2 High Voltage Setting (Range 230 - 280VAC) A-3 Low Voltage Setting (Range 140 - 200VAC)

A-4 Over Current Setting (Range 2 - 30A)

Press Mode again for 3 seconds to save all changes.

To return to default settings press Mode for 3 seconds, when flashing A-0 is displayed press SET

for 2 seconds. The unit will have returned to its default settings.

PROCEDURE

I Mains Connect / Switch On I

| Fress MODE 3sec to enter function settings |

| «—— Press MODE
——|  A-0 (Default Settings). P[ress SET 2 sec to close |
| +—— Press MODE

A1 (Time Delay Setting). Press SET ¥ 15
T +——— Press MODE
I A-Z (High Voltage Setting) Press SET + 1V |
| «=—— Press MODE
I A3 (Low Voltage Setting) Press SET + 1V ]
| «—— Press MODE
| A-4 (Over Current Setting) Press SET +1A 1
| +—— Press MODE
Press MODE for 3 sec to save changes

Rated Max Response] RFI . i _
Voltage | Current Freq Time Filter Protection Size (mm) Weight
Vi
23ovac| 3o0a |soeoHz| sec Yes OverfUnder Volts 150 x 85x40 | 0.50kg
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