
Johannesburg:      	 010 202 3300
Cape Town:            	 021 510 0710
Pinetown:	 031 700 4215
Germiston:	 011 418 9600
Riverhorse:	 031 492 4800

BRANCH CONTACT DETAILS NATIONAL CALL CENTRE
Sales 		  010 202 3400
Technical 	 010 202 3500

www.acdc.co.zahttp://www.acdc.co.za

DINEX

SUBMERSIBLE SINGLE VANE SEWAGE PUMP

CODE Head MaxHPKW
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The DINEX submersible pump is designed to handle dirty water and 
sewage in domestic and civil applications. It is fitted with a stainless 
steel single vane impeller, and is suitable for pumping liquids 
containing suspended solids, including short fibres. It is particularly 
recommended for the transfer of domestic sludge, effluent and surface 
water, dirty water in areas such as: domestic housing, industrial 
applications and underground car parks. 230VAC, c/w Float Switch.

Operating Limits
• �Maximum operating depth 5m below water level
• Maximum fluid temperature 40°C
• �Maximum passage for suspended solids ø 50mm
• �Supplied with 5 meter neoprene cable
Structural Characteristics
• Stainless steel pump body & base   
• Stainless steel motor sleeve 
• Stainless steel single vane impeller 
• Stainless steel motor shaft 
• Double mechanical silicon carbide seal 
• �Sealed induction motor with double impregnated 

class F winding, designed for continuous duty


