Control Equipments

Components for Control Stations
BA8050 Series Explosion-proof Control Buttons
@ Explosion protection to

-CENELEC

-IEC

-NEC
@ Can be used in

Zone 1 and Zone 2

Zone 21 and Zone 22
@ 2 versions of components

-1 NO

-1 NC
@ Six different ways of operation

-Spring-return control button

-Mushroom stay-put emergency control button
-Key-operated control button

-Rotary control button

-Double control button

-Mushroom turn-to-release emergency control button

Il Catalogue number logic

BAB8050(A for short)
A-000

Control button code
WORKRDOMN |: Cover mounting

11: Rail mounting
Explosion-proof control buttons

Zones 1&2; 21&22
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Components for Control Stations
BA8050 Series Explosion-proof Control Buttons

Selection table
Type Description Contact code Ordering code Weight (kg)
11
1INC R 40090-1 / 40090-2 0.06
12
S 11
Sl o
N
: %{ e
e 1NO S 40091-1 /40091-2 0.05
-’
II: Rail mounting 12
The last number of ordering code: 1 - cover mounting; 2 - rail mounting
Selection table
Type Description Code Ordering code Weight (kg)
@ Red 40092A
Spring-return control @ Green 40092B 0.05
button
O Yellow c 40092C
Mushroom stay-put
emergency control button Red d 40093 0.05
Pt Black e 40094 0.05
control button
Rotary control button Red f 40095 0.05
Mushroom turn-to-release
emergency control button Red g 40096 0.05
Double control button Red/Green h 40097 0.05
® Red i 40098A
Pushbutton with indicator @ Green j 40098B 0.05
k 40098C
O Yellow
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Components for Control Stations
BA8050 Serise Explosion-proof Control Buttons

Technical data
Explosion-proof control buttons

Explosion protection
Gas explosion protection
Dust explosion protection
Certificates
For gas explosion protection
For dust explosion protection
Conformity to standards

Enclosure material

Rated voltage

Rated current
Contact type

Switch capacity

Mechanical life
Electrical life
Ambient temperature
Terminal

Button element
Material
Washer

Function
Spring-return control button
Mushroom stay-put emergency control button
Key-operated control button
Rotary control button
Double control button

Mushroom turn-to-release emergency control button

Accessories

BA8050

& 112G ExdellC
Ex tD A21 T80°C IP65

LCIE 07 ATEX 0006U; IECEx LCI 08.0013U; FM (USA)
PCEC (China)

EN 60079-0:2004, EN 60079-1:2004, EN 60079-7:2003
IEC 60079-0:2004, IEC 60079-1:2003, IEC 60079-7:2001
IEC 61241-0:2004, IEC 61241-1:2004

Polyamide (PAG66)

Max. 415V AC
6A
1 0Or | 1
W 12 12
AC 11, cosj=0.7 230V-4A 415V-2.5A
DC1 L/R=1ms 60V-4A 110V-2.5A
DC11 L/R=15ms 60V-6A 110V-2.5A
L/R=30ms 4A 1.6A
L/R=100ms 2.5A 1.0A
10° times
10° times
-20°C~+70C

Suitable for 2.5mm?’ cable

Polyamide (PAG66)
Silicon rubber

Spring-return control button

Self-latching when pulled, self-locking

Rotate to lock; release with key, key movable in both ways

Two-position switch function, key movable in 90°

Spring-return control button, 1 control button element has the function of 2 control buttons
Rotary resetting control button; self-locking

Description Material Ordering code Weight (kg)
Cover mounting bracket
i PC 40098 0.01
aluminium alloy (1m) 40120 0.12
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Components for Control Stations
BA8050 Serise Explosion-proof Control Buttons

Dimension drawings (all dimensions in mm) - subject to alteration
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Control Equipments

Components for Control Stations
BD8050 Series Explosion-proof Indicators
@ Explosion protection to

-CENELEC

-IEC

-NEC
@ Can be used in

Zone 1 and Zone 2

Zone 21 and Zone 22
@ Available in

-red

-green

-yellow

-white

@ Two mounting types
-cover mounting
-rail mounting

Il Catalogue number logic
BD8050(D for short)

D-00O
—L Indicator code

[ I: Cover mounting

II: Rail mounting

,' Explosion-proof indicators

WOAROM

Zones 1&2; 21&22

4/40 General Catalogue 01.01.2012 http:// www.waromgroup.com



Components for Control Stations
BD8050 Series Explosion-proof Indicators

Selection table
Schematic Ordering Weight
Type Voltage diagram Colour  Code code (kg)
Explosion-proof Indicator Red Ra 40099A/40099B
. X1
Rated voltage: AC 230V...AC 415V Green Ga 40100A/40100B
Voltage range: -10%...+6% /s 0.05
Frequency: OHz...60Hz Yellow Ya 40101A/40101B
X2
White Wa 40102A/40102B
Red Rb 40103A/40103B
Rated voltage: AC/DC 48V...110V X1
G Gb 40104A/40104B
Voltage range: -10%...+6% N reen 0.05
I: Cover mounting Frequency: OHz...60Hz X2 Yellow Yb 40105A/40105B
White Wb 40106A/40106B
Red Re 40107A/40107B
. X1
Rated voltage: AC/DC 12V...36V Green Ge 40108A/40108B
Voltage range: -10%...+6% N 0.05
- T~ ” Frequency: OHz...60Hz - Yellow Yc 40109A/40109B
h
i s‘i" & - White We 40110A/40110B
IR || g
_ Red Rd 40111A/40111B
X1
Rated voltage: DC 220V...380V Green Gd 40112A/40113B
o~
II: Rail mounting Voltage range: -10%...+6% - 0.05
X2 Yellow Yd 40113A/40113B
White Wd 40114A/40114B ‘J
WORKROM
Indicator cover Red a 40115
Green b 40116
0.05
Yellow © 40117
White d 40118
The last letter of ordering code: A-cover mounting; B-rail mounting.
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Components for Control Stations
BD8050 Series Explosion-proof Indicators

Technical data

Explosion-proof indicators BD8050
Explosion protection
Gas explosion protection & 112 GExdellC Ex de IIC Gb
Dust explosion protection Ex tD A21 T80C IP65
Certificates
For gas explosion protection LCIE 09 ATEX 3098U; IECEx CQM 11.0012U; FM (USA)
For dust explosion protection PCEC (China)
Conformity to standards EN 60079-0:2006, EN 60079-1:2004, EN 60079-7:2007

IEC 60079-0:2007, IEC 60079-1:2007, IEC 60079-7:2006
IEC 61241-0:2004, |IEC 61241-1:2004

Rated voltage 12V...415V AC/DC (-10%...+6%)
Rated current Max.15mA

Frequency OHz...60Hz

Rated output wattage Max.1W

Service life 10° hours

Ambient temperature -20°C~+60C

Colour Red, green, yellow, white
Lamp LED

Enclosure material Polyamide (PA66)
Terminal Suitable for 2.5mm?’ cable
Indicator cover material PC

Dimension drawings (all dimensions in mm) - subject to alteration
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