
  
 

     

CABLE & GLAND SHROUDS 
We provide wide range of cable shrouds in different sizes along with aesthetic and apt 
functional advantages These are suitable for protecting the assembly and metallic 
cable glands from the following: 

 
* Dust. 

* Moisture. 

* Damage. 

* Corrosion. 

* Humid and cold temperatures. 

* Assist in improving ingress protection rating of the cable glands 
 

 
 
 

 
 
 
 
 

 

 
 

The PVC shrouds we manufacture is a naturally fire-resistant plastic, as it has 56.8% 

more chlorine than general-purpose plastics. The flammability performance of our PVC 

plays a significant role in the selection in the manufacture of shrouds because of its 
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relatively high chlorine content (56.8%) makes it more resistant to ignition and 

burning than most other organic polymers.  

In the case of our flexible PVC, the plasticizers we add meet specifications such as 

oxygen index, heat release, smoke evolution, and the extent of burning in cable tests, 

flame-retardant and smoke-suppressant additives are incorporated, and this  

synergistic combinations helps our PVC formulation to meet many stringent fire 

retardant specifications, and still combines cost effective properties that contribute to 

flexibility -  yet enhancing its resistance to fire.  

The pigment used is an anti-static, non-conductive UV stable black pigment to 

enhance these properties.  

GRADE  CHEM6000    

COLOUR  CLEAR 

DESCRIPTION Crystal virgin flexible PVC compound  

Suitable for a maximum temperature operating temperature of 

70 0 C 

 

COMPLIANCE DEHP and Heavy Metal Free PVC Compound 

 

APPEARANCE  Clear compound (if not pigmented) that gives a shiny finished 

when moulded  

Crystal virgin flexible PVC compound  

Suitable for a maximum temperature operating temperature of 

70 0 C 

 

PHYSICAL  Relative Density  g/cm3  1.175 

   Hardness  Shore A 65 

   Softness  BSS  50 

Tensile Strength MPa  12.5 – 15.2 

Elongation   %  297 – 386 

All tests have been conducted to the above Test Methods and are as reliable as possible. As the 
processing and use of the products are beyond our control, and no warranty can be given as to the 



long term performance of customer manufactured. The purchaser shall have no claim against  Chemagic 
(Pty) Ltd in respect of any loss or damage of consequential nature, suffered  as a result of any  defect 
in the product 
 

 

 


