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Technical Specifications

CODE WM-41090 (CLUB 150)

Main Voltage 230V 50/60Hz
Absorbed Power 3.6kVA 60%
No Load Voltage 43-46V
Welding Current 40-140A £10%
Min. Electrode ?1.6

Max. Electrode ©3.25

Main Fuse 16A

Insulation Class H

Protection Degree 1P21

Box Volume 0.031

Size (mm) 265 x 435 x 265
Weight 14.6kg

Technical Specifications

CODE WM-41124 (CLUB 1850)

Main Voltage 230-400V 50/60Hz
Absorbed Power 4.8kVA 60%

No Load Voltage 41-44V
Welding Current 40-170A £10%
Min. Electrode ?1.6

Max. Electrode ©3.25 (4)

Main Fuse 16A

Insulation Class H

Protection Degree 1P21

Box Volume 0.0270

Size (mm) 245 x 530 x 305
Weight 18.4kg

Technical Specifications

CODE WM-42305 (TORNADO 200)
Main Voltage 230-400V 50/60Hz
Absorbed Power 4.4kVA 60%

No Load Voltage 44-48V

Welding Current 50-180A £10%
Min. Electrode ?1.6

Max. Electrode @4

Main Fuse 25A

Insulation Class H

Protection Degree P21

Box Volume 0.053

Size (mm) 240 x 550 x 400
Weight 20.2kg
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