
 

YT-NP-FL07-100W-* GENERAL INFORMATION 

LED Floodlight 
 

Fitting colour: Grey 

 
  

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Dimensions 

Packing Includes Mounting Bracket 

Weight n/a 

Height (mm) 310mm 

Width (mm) 365mm 

Depth (mm) 60mm 

 

 
 GENERAL INFORMATION  

Die Cast Aluminium 

Requires Surge Protection 

Available in various beam angles 

Ideal for Highmast lighting & Sport facilities 
 

 
 INSTALLATION STEPS / OTHER INFO  

COLOUR TEMPRETATURE   This product is ideal for outdoor use 

 Easy to install 

 Can be mounted onto walls or ceilings 

 Hard Wearing 

 Installation to be done by a qualified electrician 
 

Supply Voltage 100-277Vac 

Wattage 100W 

Colour temp. 5500k 

Dimmable No 

Lumens 20250lm 

Power Factor 0,9 

Estimated Life Span 50000hrs 

Warranty 5 Years 

Colour Rendering Index 80 

Glare rating n/a 

Protection Rating IP 66 
Beam Angle (add to code) N(30°) M(60°) W(90°) MW(80° x 140°) 

IP66 

 
20250lm 


